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FLS TRIM 

Flexible Floor Covering 2-4 mm

Product Description 

FLS Trim is a highly flexible leveller for surface 
renovation of rough and cracked concrete 
surfaces but also for asphalt, tiled, steel and 
wood surfaces. Uniquely FLS Trim has very 
good adhesiveness to different surfaces, the 
flexibility leads to a comfortable surface and 
excellent durability with only a thin 1-2 mm 
coating.  FLS Trim is a 2-comp, self-levelling, 
polymer cement. 

 Free from migrating additives – no 

odour. 

 Cement is the only mandatory 

commodity. 

 High-flexibility polymer cement. 

 Outstanding adhesion. 

 Very good abrasion resistance. 

 Can be applied on most surfaces. 

 Builds only 2-4 mm. 

Area of Use 

For use on truck lanes, workshop surfaces, 
public environments, shop spaces, parking 
houses, garages, schools, hospitals, indoors 
and outdoors, etc. 
FLS Trim protects the surface based on 
requirements. 

Surface and Pre-work 

Concrete that is old, has high-moisture content 
or high alkalinity is no issue.  Asphalt, ceramic 
tiles, plaster, wood and steel/aluminium 
surfaces also work.  The substrate should be 
free from loose seated material such as 
cement skin, dust, oil, grease, etc. The 
substrate does not have to be dry but standing 
water is not allowed.  Concrete surfaces may 
have to be diamond grinded and vacuumed 
carefully.  Non-absorbent substrates are 
primed with FLS Trim.  Suctioning concrete 
substrates are primed in 2 layers.  The first 

layer is diluted 1:1 and the second layer is 
applied untouched to eliminate air pores if 
possible.  Let dry to walkability.  On asphalt and 
other soft substrates crack may eventually 
occur however it should not affect adhesion. 
 
Mixture and Application 

FLS Trim consists of Base/liquid and 
Hardener/powder which should be mixed 
thoroughly in the correct proportion.  Apply 
the powder into the liquid and not the 
opposite.  Mix to lump-free mixture for at least 
3 minutes with fast-moving mixer 500-700 
rpm. Let the mixture mature 1-2 minutes.  Use 
the mixture within 10 minutes at 20 °C. 
Apply with a smooth or toothed spreader to 
desired thickness – use a spiked roller if 
necessary. 
In case of high heat in the room > 25 °C: Apply 
in a thin layer about 1 mm / layer.  Avoid direct 
sunlight, work in the evening.  Temperature of 
all substrates should be 10-25 °C.  Cleaning is 
done in lukewarm water before it cures. 

Drying 

FLS Trim air dries however the temperature, 
wind and weather will affect the time.  The 
lower the temperature and the higher the 
moisture, the longer it takes for the product to 
dry and vice versa.  Depending on the 
thickness, FLS Trim cures between 3-10 hours 
at 15 °C and about 70% RH. 

Storage 

 Store dry and frost free 

 Shelf life up to 12 months in unbroken 

packaging 

Consumption 

Material approx. 1.6 kg/m²/mm 
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Packaging 

Comp A (liquid) 7.5 kg 
Comp B (powder) 25 kg 

 

 

     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
    

 

Other Data 

Adhesion to concrete: > 0.8 N/mm2 
Adhesion to asphalt: > 0.8 N/mm2 
Resistant to cracking: > 0.5 mm 
Stretch / Shore A: > 5% 
Water absorption: 0.017 DIN 52615 
Water vapor resistivity: 2.62 Sd(m) DIN 52615 

USEFUL AND ENVIRONMENTALLY FRIENDLY PRODUCT! 

The information and instructions are intended to guide the contractor when applying the product. 
As the application of the product, which is a decisive factor, is beyond our control, we cannot be 
responsible for the final result. Any liability is limited to the cost of the product. In case of doubt or 
uncertainty, make your own test before use on a larger scale. With the release of this datasheet, all 
previous information about this product is no longer valid. 
 


